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SUN SAVER SOLAR
WATER HEATER

Submittal Sheet
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JOB NAME ______________________________________________________________________
LOCATION ______________________________________________________________________
ARCH./ENGR.____________________________________________________________________
WHOLESALER __________________________________________________________________
MECH. CONTRACTOR ___________________________________________________________
MODEL NO. _____________________________________________________________________
RECOVERY RATE IN GPH_______________________________________@________°F RISE
GALLON CAPACITY_____________________________________________________________
VOLTAGE/PHASE________________________________________________________________
KW_____________________________________________________________________________
NOTES

Standard Features
• Non-CFC Polyurethane Closed Cell Foam Insulation
• Glass-Lined Steel Tank
• Magnesium Tank Saver Anode Rod
• Factory Installed Dielectric Nipples
• Side Relief Valve Tapping
• Immersion Type Heating Element
• 300 psi Test Pressure,150 psi working pressure
• 6 or 10 year limited warranty

(See warranty for details)

Optional Equipment
Place an X in the box by all options that apply

Aluminum Anode Rod
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Sun Saver Solar Water Heater Dimensions & Specifications

#1– 3/4” Pump Suction
#2– 3/4” Cold Inlet
#3– 3/4” Collector Return
#4– 3/4” Hot Outlet

TOP VIEW

Alt. Coll. Alt. Coll.
Model Gal. Return Supply Ship 

No. Cap. A B D E F Weight
FTS066 65 59” 22” 52-1/2” – – 165
FTS082* 80 59” 24” 52-1/2” 38” 8" 210
FTS120* 119 62-3/4” 28” 56” 38-1/4” 8" 310
FTA066K 65 59” 22” 52-1/2” – – 165
FTA082K* 80 59” 24” 52-1/2” 38” 8" 210
FTA120K* 119 62-3/4” 28” 56” 38-1/4” 8" 310
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